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Fuel Gauge The fuel gauge shows level of fuel in tank when ignition switch is in the ON position. Temperature Gauge The temperature gauge indicates engine coolant temperature. Any reading within the normal range indicates that the cooling system is operat- ing satisfactorily. There is a pointer on the side of this symbol that indicates the side that your fuel filler door is located.

Driving with a hot engine cooling system could damage your vehicle. If the temperature light is on, safely pull over and stop the vehicle. Idle the vehicle in neutral with the air conditioner turned off until the light turns off. Page  This light will come on when the ignition key is turned to the ON position and may stay on for approximately 3 seconds.

If this light remains on or comes on during driving, it indicates that the Anti-Lock portion of the brake system is not functioning and that service is required. Page light stays on, it may be an indication that the parking brake has not been released, or there is a low brake fluid level. If the light remains on when the parking brake has been disengaged, and the fluid level is at the full mark on the master cylinder reservoir, it indicates a possible brake hydraulic system malfunction.

Prolonged driving with the MIL on could cause damage to the engine control system. It also could affect fuel economy and driveability. If the MIL is flashing, severe catalytic converter damage and power loss will soon occur. Immediate service is required. Page Radio Reception Information  Holding the button in resets the trip odometer reading. Clock Setting Procedure 1. Press and hold the time button until the hours blink.

Electronic Volume Control The electronic volume control turns continuously degrees in either direction without stopping. You may add a second station to each push-button by repeating the above procedure with this exception: Press the SET button twice and SET 2 will show in the display window. This feature plays the selections on the compact disc in random order to provide an interesting change of pace. MUTE will be displayed.

Press the MUTE button a second time and the sound from the speakers will return. Rotating the volume control or turning OFF the ignition will also return the sound from the speakers.

Turning the volume control to the right increases the volume and to the left decreases it. To stop the search, press SCAN a second time. Press the left side of the button to return to the beginning of the current selection, or return to the beginning of the previous selection if the CD is within the first 10 seconds of the current selection.

If you have ejected a disc and have not removed it within 15 seconds, it will be reloaded. Press the SEEK button to move to the next randomly selected track. ID3 version 2 is not supported by the radios. A CD may remain in the radio while in the Satellite radio mode. These satellite channel pre-set stations will not erase any AM or FM pre-set memory stations. Follow the memory pre-set procedures that apply to your radio.

Page Radio Operation The right hand control is a rocker type switch with a push button in the center. Pressing the top of the switch will increase the volume and pressing the bottom of the switch will decrease the volume. The button located in the center of the right hand control will switch modes to Radio or CD.

Handle the disc by its edge; avoid touching the surface. If the disc is stained, clean the surface with a soft cloth, wiping from center to edge. These comfort controls can be set to obtain desired interior conditions. Page the windshield, and the demister outlets located at the edge of each side of the instrument panel. Blower Control The rotary knob on the left of the control panel is the blower control. Turn the knob clockwise to one of the four positions to obtain the blower speed you desire.

They are located in the extreme outside upper edges of the instrument panel. The demisters also pro- vide extra air ducts for circulation. Page and blower speed to maintain comfort. High blower speeds will reduce fogging. Interior fogging on the windshield can be quickly removed by selecting the defrost mode. Regular cleaning of the inside of the windows with a non-filming cleaning solution vinegar and water works very well will help prevent contaminates cigarette smoke, perfumes, etc.

Use care when washing the inside of the rear win- dow to prevent damage to heating elements. Use a soft cloth and a mild washing solution, wiping parallel to the heating elements. Also, keep all objects a safe distance from the window to prevent damaging the heating elements. Page Snowplow Waiting a few seconds between such intervals will protect the starter from overheating.

If the engine fails to start within 10 seconds, turn the key to the OFF position, wait 5 seconds, then repeat the starting procedure. Never pour fuel or other flammable liquid into the throttle body air inlet opening in an attempt to start the vehicle. This could result in a flash fire, causing serious personal injury. After Starting The idle speed is automatically controlled on fuel injected engines and will decrease as the engine warms up. Remember to disconnect the cord before driving. Damage to the volt electrical cord could cause electrocution.

The selector lever is mounted on the right side of the steering column. Your vehicle could move and injure you and others if it is not completely in P Park. Check by trying to move the gearshift lever back and forth without first pulling the lever toward you, after you have set it in P Park. Engine may be started in this range.

Set the parking brake if you must leave the vehicle. NOTE: If the vehicle is started in extremely cold tem- peratures, the transmission may not shift into Overdrive and will automatically select the most desirable gear for operation at this temperature. Normal operation will resume when the transmission fluid temperature has risen to a suitable level. Shifts into Overdrive 4th gear are allowed during steady cruise for improved fuel economy and automatic closed-throttle downshifts to 3rd gear for improved braking will occur during steady braking.

Page transmission into gear may seem sluggish. This is due to the fluid partially draining from the torque converter into the transmission. This condition is normal and will not cause damage to the transmission. The torque converter will refill within five seconds of shifting from Park into any other gear position.

Recommended Shift Speeds To use your manual transmission for fuel economy it should be upshifted as listed below. When descending a hill, be very careful to downshift one gear at a time to prevent overspeeding the engine which can cause valve damage. See Recreational Tow- ing section for specific procedures on shifting into and out of Neutral N. Transfer Case Position Indicator Lights Transfer case position indicator lights are located on the instrument cluster. Forces the front and rear wheels to rotate at the same speed.

Additional traction for loose or slippery road surfaces only. Locks the front and rear driveshafts together. Page return the control knob back to the original position, make certain all shift requirements have been met, wait five 5 seconds and try the shift again. Shifts between 2WD and 4HI can be done with the vehicle stopped or in motion. While still rolling, rotate the transfer case control switch to the desired position.

After the desired position indicator light is ON not flashing , shift transmission back into gear release clutch on manual transmissions. Alternate Procedure 1. Page The NV transfer case provides 4 mode positions - Normal all wheel drive high range, 4 wheel drive high range, 4 wheel drive low range, and neutral.

This transfer case is equipped with an inter-axle differ- ential that allows driving the vehicle in the normal all wheel drive position AWD at all times on any given road surface, including dry hard surfaced roads. If an indicator light is on, the desired position 4HI or 4LO has been met. An indicator light will flash until conditions are met.

Proper operation of 4 wheel drive vehicles depends on tires of equal size, type and circumference on each wheel. Forces front and rear wheels to rotate at the same speed.

Locks the transfer case inter-axle differential. It improves traction when there is a difference between the characteristics of the surface under the right and left rear wheels. During normal driving and cornering, the limited-slip unit is similar to a conventional differential. To release the parking brake, pull the parking brake release handle. Be sure the parking brake is firmly set when parked and the gear-shift lever is in the PARK position. Also be certain to leave an automatic transmission in Park.

Failure to do so may cause the vehicle to roll and cause damage or injury. The level of performance is reduced when the front brakes are locked up.

This will cause the rear brakes to lock-up through the drivetrain, which may reduce the effectiveness of the anti-lock system. Pumping of the Anti-Lock Brakes will diminish their effectiveness and may lead to an accident. Pumping makes the stopping distance longer.

Just press firmly on your brake pedal when you need to slow down or stop. This is the result of the system reverting to the base brake system. Continued operation with reduced power steering assist could pose a safety risk to yourself and others. Service should be obtained as soon as possible. Prolong operation of the steering system at the end of the steering wheel travel will increase the steering fluid temperature and should be avoided when possible.

Tires with white sidewalls will have the full TIN including date code located on the white sidewall side of the tire. Department of Transportation —This symbol certifies that the tire is in compliance with the U. Tire Placard Location Tire and Loading Information Placard Tire and Loading Information This placard tells you important information about the: 1 number of people that can be carried in the vehicle Page Loading The vehicle maximum load on the tire must not exceed the load carrying capacity of the tire on your vehicle.

The resulting figure equals the available amount of cargo and luggage load capacity. Overloading of your tires is dangerous. Overloading can cause tire failure, affect vehicle handling, and increase your stopping distance. Use tires of the recommended load capacity for your vehicle.

Never overload them. Page Tire Inflation Pressures 2. Economy— Improper inflation pressures can cause uneven wear patterns to develop across the tire tread.

These abnormal wear patterns will reduce tread life resulting in a need for earlier tire replacement. Underinflation also increases tire rolling resistance and results in higher fuel consumption. After inspecting or adjusting the tire pressure, al- ways reinstall the valve stem cap—if equipped. This will prevent moisture and dirt from entering the valve stem, which could damage the valve stem. Page Radial-Ply Tires loading may be required for high speed vehicle opera- tion. Refer to original equipment or an authorized tire dealer for recommended safe operating speeds, loading and cold tire inflation pressures.

High speed driving with your vehicle under maxi- mum load is dangerous. The added strain on your tires could cause them to fail. It is engineered to be used on your style vehicle only. Since this tire has limited tread life, the original tire should be repaired or replaced and rein- stalled at the first opportunity.

This tire is identified by a limited use spare tire warning label located on the limited use spare tire and wheel assembly. This tire may look like the original equipped tire on the front or rear axle of your vehicle, but it is not. Fast spinning tires can be dangerous. Forces gener- ated by excessive wheel speeds may cause tire dam- age or failure.

A tire could explode and injure someone. Tires and spare tire should be replaced after six years, regardless of the remaining tread.

Failure to follow this warning can result in sudden tire failure. Some combina- tions of unapproved tires and wheels may change suspension dimensions and performance charac- teristics, resulting in changes to steering, han- dling, and braking of your vehicle. Vibration may be a result of tire and wheel out-of- balance.

Proper balancing will reduce vibration and avoid tire cupping and spotty wear. Broken chains can cause serious vehicle damage. Consult the manufacturer of the snow tire to determine any maximum vehicle speed requirement associated with the tire.

These tires should always be operated at the vehicle maximum capacity inflation pressures under any load condition. More frequent rotation is permis- sible if desired.

The reasons for any rapid or unusual wear should be corrected prior to rotation being per- formed. Use of these systems may result in vehicle starting problems and a loss of security protection. If a problem occurs, remove the Sentry Key from the key-ring and attempt to start the vehicle again. Pagers, cell phones, walkman, etc.

If this option was ordered, all of the keys provided with your new vehicle have been programmed to the vehicle electronics. Replacement Keys NOTE: Only keys that have been programmed to the vehicle electronics can be used to start the vehicle. Once a Sentry Key has been programmed to a vehicle, it cannot be programmed to any other vehicle. At the time of purchase, the original owner is provided with a four digit PIN number.

This number is required for dealer replacement of keys. Duplication of keys may be performed at an authorized dealer or by using the Customer Key Programming procedure. A blank key is one which has never been programmed and needs to be cut. Customer Key Programming You can program new keys to the system if you have two valid keys by doing the following: 1. Insert the first valid key into the ignition and turn the ignition to the ON position for at least 3 seconds but no longer than 15 seconds.

Turn the ignition back to the OFF position and remove the first key. Insert the second valid key and switch the ignition to the ON position within 15 seconds. Turn the ignition back to the OFF position and remove the second key. Insert a blank Sentry Key into the ignition and switch the ignition to the ON position within 60 seconds of having removed the second key. After 10 seconds, a single chime will sound. During this time on the market, there were three generations released.

It was available in the traditional pickup layouts of a 2-door regular cab, 2-door Club Cab, and 4-door Quad Cab. Interestingly, it was also sold as a convertible in the first generation only. Sitting in the mid-size category, it is slightly larger than the Ford Ranger , while still being smaller than its siblings, the Dodge Ram series. Trim levels were updated with each generation.
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